
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

e1 0665(9) 

Component approval No.: e1*97/24*2006/120/9/III/*0665*02 

Issued by: Kraftfahrt-Bundesamt, 

 Fördestraße 16, DE-24944 Flensburg 

Place & date of type-approval: Flensburg, 08.04.2010 

Report No.: 07-00083-CM-GBM-02 

Issued by: TÜV SÜD AUTOMOTIVE GMBH 

 TÜV  SÜD Gruppe 

 DE-85748 Garching 

Date of issue: 01.03.2010 

Approval identification: e1 0665(9) 

Type and version of exhaust: M-H6SO11H-AC /  M-H6SO11H-ACC,  M-H6SO11H-ACT, MS-H6SO11H-ACC, MS-H6SO11H-ACT 

Technical unit: 
Technical unit, consisting out of one silencer according to drawing no. M-H6SO11H, oval 177,4 x 91,4 mm, length 270 mm 
without endcaps, absorption-reflection-principle with an outlet pipe oval 59×19mm in combination with original header 
system. 

Marking: Engraved by laser / plate fixed with rivets. 

Field of application: 
 

Manufacturer Commercial Vehicle type ( and no. Engine type Component parts, Dimensions of the part in mm or Akrapovic 
 description of homologation )   dimensions in mm original part / replacement part part no. 

 
HONDA CBR 600 RR PC40 PC40E Header pipes Original parts - 

 CBR 600 RR (e4*1247*)  Collector pipe with catalytic converter Original parts - 
 ww. opt. ABS   Link pipe - L-H6SO11 

TRIUMPH Daytona 675 D67LC 675 STD Link pipe - L-H6SO12 
  (e11*0803*)  Link pipe  L-T675SO3 
  D67LC  Rear silencer Oval 177,4 × 91,4 M-H6SO11H-AC , e1*0665*(9) 
  (e11*0253*)  (outlet pipe oval 59 × 19) Length without end caps 270  
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