
Category: TERMIGNONI

Code: 1299-15-D155-FR
The Best Performance on Panigale 1299 and 1299 S
with UpMap and complete system Termignoni D155

EXHAUST SYSTEM:
Termignoni full racing system code
D155COLT + D155102CPT
ADDITIONAL SPECIFIC:
dashboard message << RACING EVO >>
exhaust valve disabled
lambda sensors disabled
UPMAP PERFORMANCE:
up to + 10 hp at 5.000 rpm
max power + 7.70 hp at 10.400 rpm

Category: TERMIGNONI
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DYNOJET RESEARCH CF: STD  Smoothing: 5

Termignoni SPA
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Code: 1299-15-D155-SR
The Best Performance on Panigale 1299 and 1299 S
with UpMap and slip on Termignoni D155

EXHAUST SYSTEM:
Termignoni racing SlipOn code D155102CPT
ADDITIONAL SPECIFIC:
dashboard message << RACING >>
exhaust valve disabled
lambda sensors disabled
UPMAP PERFORMANCE:
up to + 9 hp at 5.000 rpm
max power + 4 hp at 10.400rpm 
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 Engine Speed (RPM x1000) 

DYNOJET RESEARCH CF: STD  Smoothing: 5

Termignoni SPA

 188.91 

 129.10 

 193.10 

 131.95 

 X = 10.4 

R: 24
G:25
B: 61

R: 205
G: 23
B: 25

C: 15
M: 100
Y: 100
K: 0

C: 96
M: 85
Y: 18
K: 66

Pantone solid
coated 282 c

Pantone solid
coated 186 c

UPMAP 	 T800
for DUCATI PANIGALE 1299 and 1299S
(Model year 2015-2017)

with TERMIGNONI Complete System or Slip On
D155
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