
Category: TERMIGNONI
Code: H11E 10 D093 TEDP SO
Ducati Performance map for Hypermotard 1100 EVO, 
model year 2010-2012, with approved slip on 
Termignoni part number 96455508B 
EXHAUST SYSTEM:
Termignoni Approved SlipOn D093 with DB Killer
installed
ADDITIONAL SPECIFIC:
Dashboard message “HYM 1100 DP”
lambda sensors actived
exhaust valve disabled
UPMAP PERFORMANCE: 
Not Available

Category:TERMIGNONI

Code: H11E 10 D093 TEDP SO_no O2
Ducati Performance map for Hypermotard 1100 EVO, 
model year 2010-2012, with approved slip on Termignoni 
code part number 96455508B
EXHAUST SYSTEM:
Termignoni Approved SlipOn 96455508B  with DB Killer 
installed
ADDITIONAL SPECIFIC:
Dashboard message “HYM 1100 DP”
lambda sensors disabled
exhaust valve disabled
UPMAP PERFORMANCE:
Not Available

R: 24
G:25
B: 61

R: 205
G: 23
B: 25

C: 15
M: 100
Y: 100
K: 0

C: 96
M: 85
Y: 18
K: 66

Pantone solid
coated 282 c

Pantone solid
coated 186 c

    RELEASE
  29/06/2017

UPMAP  T800
for DUCATI HYPERMOTARD 1100 EVO
(Model year 2010-2012)

with Termignoni approved slip on
96455508B

the first MAP choice is included in UpMap T800

  Illustrative purposes only 

NO GRAPH AVAILABLE

NO GRAPH AVAILABLE



Category: PERFORMANCE
Code: H11E 10 D094 FO
Best performance for Ducati Hypermotard 1100 EVO, 
model year 2010-2012, with UpMap, Termignoni SlipOn 
part number 96455508B with DB Killer installed and 
Termignoni headers part number 96312308B
EXHAUST SYSTEM:
Termignoni SlipOn part number 96455508B with DB 
Killer installed and headers part number 96312308B
ADDITIONAL SPECIFIC:
Dashboard message “HYM 1100 DP”
lambda sensors disabled
exhaust valve disabled
UPMAP PERFORMANCE: 
up to +  1,51 hp at  7744 rpm
max gain + 3,79 hp at 6450 rpm

Category: PERFORMANCE
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DYNOJET RESEARCH CF: STD  Smoothing: 5

Termignoni SPA
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 78.04 

 X = 7.744 

Ducati Hypermotard EVO (2010-2012) + Termignoni slip 
on 96455508B and headers 96312308B 

Ducati Hypermotard EVO (2010-2012) + Termignoni slip 
on 96455508B and headers 96312308B + UpMap H11E FO

77.82

74.03

Code: H11E 10 D094 FR
Best performance for Ducati Hypermotard 1100 EVO, 
model year 2010-2012, with UpMap, Termignoni SlipOn 
part number 96455508B with DB Killer removed and 
Termignoni headers part number 96312308B
EXHAUST SYSTEM:
Termignoni SlipOn part number 96455508B with DB 
Killer removed and headers part number 96312308B
ADDITIONAL SPECIFIC:
Dashboard message “HYM 1100 DP”
lambda sensors disabled
exhaust valve disabled
UPMAP PERFORMANCE: 
up to +  3,79 hp at  7700 rpm
max gain + 3,81 hp at 6500 rpm
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Ducati Hypermotard EVO (2010-2012) + Termignoni slip 
on 96455508B and headers 96312308B 

Ducati Hypermotard EVO (2010-2012) + Termignoni slip 
on 96455508B and headers 96312308B + UpMap H11E FR

78.53
74.72

R: 24
G:25
B: 61

R: 205
G: 23
B: 25

C: 15
M: 100
Y: 100
K: 0

C: 96
M: 85
Y: 18
K: 66

Pantone solid
coated 282 c

Pantone solid
coated 186 c

UPMAP  T800
for DUCATI HYPERMOTARD 1100 EVO
(Model year 2010-2012)

with Termignoni slip on 96455508B 
and headers 96312308B

    RELEASE
  29/06/2017

the first MAP choice is included in UpMap T800

  Illustrative purposes only 


